
TRANSVERSE EXPANSION JOINT

JOINT FILLER

SURFACE OF GUTTER

JOINT SEALER
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TOP 12" OF SUBGRADE BENEATH THE CURB AND GUTTER SHALL BE COMPACTED TO 100% STANDARD 

CONTRACTION JOINTS SHALL BE SPACED AT 10-FOOT INTERVALS. FOR VALLEY GUTTER,

A 15-FOOT SPACING MAY BE USED WHEN A MACHINE IS USED. JOINT SPACING MAY BE ALTERED

BY THE CONTRACTING OFFICER'S TECHNICAL REPRESENTATIVE TO PREVENT UNCONTROLLED CRACKING.

CONTRACTION JOINTS MAY BE INSTALLED BY THE USE OF TEMPLATES OR FORMED BY OTHER 

DEPTH OF 1 1/2" SHALL BE OBTAINED.

ALL EXPANSION JOINTS SHALL BE SPACED AT 90 FOOT INTERVALS, AND ADJACENT TO ALL 

CURB SHALL BE DEPRESSED AT INTERSECTIONS TO PROVIDE FOR FUTURE ACCESSIBLE RAMPS.

RIGID OBJECTS.  JOINTS SHALL MATCH LOCATIONS WITH JOINTS IN ABUTTING SIDEWALK.

CONCRETE COMPRESSIVE STRENGTH SHALL BE 3500 P.S.I. IN 28 DAYS.

NOTES:

4.

5.

3.

2.

1.

6.

APPROVED METHODS.  WHERE SUCH JOINTS ARE NOT FORMED BY TEMPLATES, A MINIMUM 

PROCTOR DENSITY.
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FOR CURB TRANSITION SEE DETAIL B7/C-5047.
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3" ASPHALT PAVEMENT (S-9.5B)
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NOT TO SCALE

ROAD TYPICAL SECTION

E2

C-504

TOP 12" OF SUBGRADE SHALL

BE COMPACTED TO 100%

STANDARD PROCTOR DENSITY

SUBGRADE - OVEREXCAVATION

AS REQUIRED, COMPACT TO 95%

STANDARD PROCTOR DENSITY

MILL THE 12"

OUTSIDE PERIMETER AT

2" DEPTH

TACK COAT

EXISTING ASPHALT

SEE DETAIL E2/C-504 FOR

TYPICAL PAVEMENT SECTION.
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ASPHALT ABUTMENT DETAIL
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+4%

+4%

MOUNTABLE CURB AND GUTTER, TYP.

SEE DETAIL E7/C-504

*

*

* SHOULDER SLOPE SHALL BE +4% IN ALL LOCATIONS EXCEPT FROM

STATION 1+80.00 TO STATION 3+20.00 LEFT OF SECONDARY ROAD

SHOULDER SHALL BE -2% (SLOPED AWAY FROM ROADWAY).
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